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ALL TEMP
RINSE ADDITIVE - ERP
For Use on High & Low 
Temperature Dishmachines
PRODUCT USES	� Liquid, concentrated rinse additive for use in high temperature or low temperature 

dishmachines. 

OPERATOR BENEFITS	 • Contains no alkyphenol surfactants. 
	 • Fast-drying. 
	 • Eliminates film and spots on tableware.

DIRECTIONS FOR USE	 1. Carefully open the container to prevent spilling or splashing.
	 2. Insert the rinse aid pickup tube into the container opening.
	 3. The rinse aid is then dispensed automatically into the dishmachine.
	 4. Replace with new container when empty.
	 5. Rinse empty thoroughly with water and discard,

	 Contact Your Chemical Specialist To Calibrate Your Rinse Aid Dispenser

PRODUCT SPECS	 Pack sizes:	 4/1 Gal. , 5 Gal. 	 Color:	 Clear blue
	 Characteristics:	 Non-viscous liquid	 Odor:	 Nil
	 Rinsability:	 Excellent	 Foam:	 Very limited
	 Flammability:	 NA	 pH in conc. form:	 6.8  – 7.2
		  	 Phosphorous content:	 0.0%

IMPORTANT OPERATOR INFORMATION
SDS:	� Refer to the Safety Data Sheet (SDS) supplied by your distributor  

for information on emergency response, safe usage, hazards, first aid  
and proper product handling.

Emergency Response Phone:	 1-800-424-9300
Statement of 	� If swallowed: Dilute by giving large amounts of water and call a physician.
Practical Treatment:	 For eye or skin contact: Flush with cool water for 15 minutes and call a physician. 
Product Precautions:	 CAUTION. Harmful if swallowed. Injurious to eyes and skin. 
	 DANGER: KEEP OUT OF REACH OF CHILDREN.

Shipping Classification:	� Not Regulated 
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