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METALSAFE ENCAPSULATED
MACHINE DETERGENT - ERP
PRODUCT USES	 Encapsulated and chlorinated dish machine detergent formulated for use in 
	 high temperature dish machines.  

OPERATOR BENEFITS	 • Safe for all ware, including aluminum.
	 • Disposable canister for safety and convenience.
	 • Excellent destaining and grease cutting capabilities.
	 • Locking, screen fitment minimizes clogged dispenser bowls. 

DIRECTIONS FOR USE	 1.	  Place canister in dispensing system with the open end down.
	 2.  DO NOT remove the canister until empty.
	 3.  To remove the empty canister, lift carefully from dispenser and turn upright.
	      DO NOT reuse canister.
	      Dispose of immediately.
	 4.  Replace with a new canister in the dispenser.  
     		  Dispenser will not operate empty.	

	 DO NOT MIX WITH ACID DETERGENTS

PRODUCT SPECS	 Pack sizes:	 4 /8 Lb. canister	 Color:	 White 
	 Characteristics:	 Free-flowing powder	 Odor:	 Slight chlorine	
	 Rinsability:	 Excellent	 Foam:	 Non-foaming
	 Flammability:	 NA	 pH (Undiluted):	 12.0 -12.5
	 Biodegradable:  	 Yes	 Phosphorous content:	 0.0%

IMPORTANT OPERATOR INFORMATION
SDS:	� Refer to Safety Data Sheet (SDS) supplied by your distributor for information on emer-

gency response, safe usage, hazards, first aid, and proper product handling.

Emergency Response Phone:	 1-800-424-9300

Statement of 	 If swallowed: DO NOT induce vomiting. Dilute by giving large amounts of 
Practical Treatment:	 water or milk and call a physician. 
	 For eye contact: Flush with cool water for 15 minutes and call a physician.
	 For skin contact: Wash exposed area with soap and water and call a physician.

Product Precautions:	 �DANGER: OXIDIZING SOLID   
Harmful if swallowed. Injurious to eyes and skin. 
KEEP OUT OF REACH OF CHILDREN

Shipping Classification:	� UN 1479, Oxidizing Solid, N.O.S., Class 5.1, PG III 
(Contains Sodium Percarbonate) 
OXIDIZING SOLID
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